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VERTICAL SEPARATION:  BETWEEN UNDERGROUND WATER MAINS AND HORIZONTAL SEPARATION: BETWEEN UNDERGROUND WATER MAINS AND DN S e PROPOSED EXISTING
SANITARY OR STORM SEWERS, WASTEWATER OR STORMWATER FORCE MAIN, SANITARY OR STORM SEWERS, WASTEWATER OR STORMWATER FORCE MAIN, ] ol F 55 55
RECLAIMED WATER PIPELINES. RECLAIMED WATER PIPELINES, AND ON-SITE SEWAGE TREATMENT AND v o SANITARY SEWER

DISPOSAL SYSTEMS. { AL A
l. NEW OR RELOCATED, UNDERGROUND WATER MAINS CROSSING ANY - e ? Iy MANHOLE L
EXISTING OR PROPOSED GRAVITY-OR VACUWM-TYPE SANITARY SEWER OR l. NEW OR RELOCATED, UNDERGROUND WATER MAINS SHALL BE LAID TO / | PR oAl —_— e
STORM SEWER SHALL BE LAID SO THE OUTSIDE OF THE WATER MAIN IS AT PROVIDE A HORIZONTAL DISTANCE OF AT LEAST THREE FEET BETWEEN THE =~ = 4 - A AL
LEAST SIX INCHES, AND PREFERABLY 12 INCHES, ABOVE OR AT LEAST |2 OUTSIDE OF THE WATERMAIN AND THE OUTSIDE OF ANY EXISTING OR oo T s 2 —_— FLOW ARROW S ——
INCHES BELOW THE OUTSIDE OF THE OTHER PIPELINE. HOWEVER, IT IS PROPOSED STORM SEWER, STORMWATER FORCE MAIN, OR PIPELINE A AR P S SR 60 30 O 60 120 150
PREFERABLE TO LAY THE WATER MAIN ABOVE THE OTHER PIPELINE. CONVEYING RECLAIMED WATER REGULATED UNDER PART Il OF CHAPTER S S P R P SINGLE SERVICE y,

62-610, FAC. — — v
2. NEW OR RELOCATED, UNDERGROUND WATER MAINS CROSSING ANY T P SCALE IN FEET "
EXISTING OR PROPOSED PRESSURE-TYPE SANITARY SEWER, WASTEWATER 2. NEW OR RELOCATED, UNDERGROUND WATER MAINS SHALL BE LAID TO A ) DOUBLE SERVICE = z
OR STORMWATER FORCE MAIN, OR PIPELINE CONVEYING RECLAIMED WATER PROVIDE HORIZONTAL DISTANCE OF AT LEAST THREE FEET, AND - I"=60 2
SHALL BE LAID SO THE OUTSIDE OF THE WATER MAIN IS AT LEAST 12 INCHES PREFERABLY TEN FEET, BETWEEN THE OUTSIDE OF THE WATER MAIN AND THE STRUCTURE NUMBER O <
ABOVE OR BELOW THE OUTSIDE OF THE OTHER PIPELINE. HOWEVER, IT IS OUTSIDE OF ANY EXISTING OR PROPOSED VACUWM-TYPE SANITARY SEWER. SECS ]
PREFERABLE TO LAY THE WATER MAIN ABOVE THE OTHER PIPELINE. ~_~ ¥

3. NEW OR RELOCATED, UNDERGROUND WATER MAINS SHALL BE LAID TO
3. AT THE UTILITY CROSSINGS DESCRIBED IN PARAGRAPHS | AND 2 ABOVE, PROVIDE A HORIZONTAL DISTANCE OF AT LEAST SIX FEET, AND PREFERABLY
ONE FULL LENGTH OF WATER MAIN PIPE SHALL BE CENTERED ABOVE OR TEN FEET, BETWEEN THE OUTSIDE OF THE WATER MAIN AND THE OUTSIDE OF
BELOW THE OTHER PIPELINE SO THE WATER MAIN JOINTS WILL BE AS FAR ANY EXISTING OR PROPOSED GRAVITY-OR PRESSURE-TYPE SANITARY SEWER,
AS POSSIBLE FROM THE OTHER PIPELINE. ALTERNATIVELY, AT SUCH WASTEWATER FORCE MAIN, OR PIPELINE CONVEYING RECLAIMED WATER NOT
CROSSINGS, THE PIPES SHALL BE ARRANGED SO THAT ALL WATER MAIN REGULATED UNDER PARTIII OF CHAPTER 62-610, F.AC. THE MINIMUM
JOINTS ARE AT LEAST THREE FEET FROM ALL JOINTS IN VACUWM-TYPE HORIZONTAL SEPARATION DISTANCE BETWEEN WATER MAINS AND oy,
SANITARY SEWERS, STORMSEWERS, STORMWATER FORCE MAINS, OR GRAVITY-TYPE SANITARY SEWERS SHALL BE REDUCED TO THREE FEET ALY PERMITTED URISDICTIONAL
PIPELINES CONVEYING RECLAIMED WATER REGULATED UNDER PART Il OF WHERE THE BOTTOM OF THE WATER MAIN IS LAID AT LEAST SIX INCHES / / ST
CHAPTER 62-610, FAC. AND AT LEAST SIX FEET FROM ALL JOINTS IN ABOVE THE TOP OF THE SEWER. A WATER LINE EL.=49.54
GRAVITY-OR PRESSURE-TYPE SANITARY SEWERS, WASTEWATER FORCE - S
MAINS, OR PIPELINES CONVEYING RECLAIMED WATER NOT REGULATED 4. NEW OR RELOCATED, UNDERGROUND WATER MAINS SHALL BE LAID TO AP A
UNDER PART |ll OF CHAPTER 62-610, F.AC. PROVIDE A HORIZONTAL DISTANCE OF AT LEAST TEN FEET BETWEEN THE [T i

OUTSIDE OF THE WATER MAIN AND ALL PARTS OF ANY EXISTING OR oo
4. SEPARATION BETWEEN WATER MAINS AND SANITARY OR STORM SEWER PROPOSED "ON-SITE SENAGE TREATMENT AND DISPOSAL SYSTEM" AS T
MANHOLES. DEFINED IN SECTION 381.0065(2), F.5., AND RULE 64E-6002, FAC. y
A. NO WATER MAIN SHALL PASS THROUGH, OR COME IN CONTACT WITH, ANY
PART OF A SANITARY MANHOLE. 5. WHERE AN UNDERGROUND WATER MAIN IS BEING LAID LESS THAN THE =
B. WATER MAINS SHALL NOT BE CONSTRUCTED OR ALTERED TO PASS REQUIRED MINIMUM HORIZONTAL DISTANCE FROM ANOTHER PIPELINE AND s

WHERE AN UNDERGROUND WATER MAIN IS CROSSING ANOTHER PIPELINE AND

THROUGH, OR COME INTO CONTACT WITH ANY PART OF A STORM SEWER
MANHOLE OR INLET STRUCTURE.

JOINTS IN THE WATER MAIN ARE BEING LOCATED LESS THAN THE REQUIRED
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MINIMUM DISTANCE FROM UOINTS IN OTHER PIPELINE: wn
5. WHERE AN UNDERGROUND WATER MAIN IS BEING LAID LESS THAN THREE E 5 g
FEET HORIZONTALLY FROM ANOTHER PIPELINE AND WHERE AN UNDERGROUND A. USE OF PRESSURE-RATED PIPE CONFORMING TO THE AMERICAN WATER v E =
WATER MAIN 15 CROSSING ANOTHER PIPELINE AND 1S BEING LAID LESS THAN HWORKS ASSOCIATION STANDARDS INCORPORATED INTO RULE 62-555.330, % = §
THE REQUIRED MINIMUM VERTICAL DISTANCE FROM THE OTHER PIPELINE: F.ALC. FOR THE OTHER PIPELINE IF IT IS GRAVITY-OR VACUUM-TYPE PIPELINE; E 8 g o
A. USE OF PIPE, OR CASING PIPE, HAVING HIGH IMPACT STRENGTH (I.E., HAVING B. USE WELDED, FUSED OR OTHERWISE RESTRAINED JOINTS FOR EITHER O
WATER MAIN OR THE OTHER PIPELINE; OR ‘ 4 4 ~
AN IMPACT STRENGTH AT LEAST EQUAL TO THAT OF O.25-INCH-THICK ASIN IPE NCRETE ENCASEMENT AT LEA <
DUCTILE IRON PIPE) OR CONCRETE ENCASEMENT AT LEAST FOUR INCHES gbllngll\locFHEN;ﬁgII(eggﬂc Elsﬂ-rg:apTHE ﬁETcég I&AIN OR T?—IE omEﬁT PI-FI;ELLINI? T
THICK FOR THE WATER MAIN: AND )
B. USE OF PIPE, OR CASING PIPE, HAVING HIGH IMPACT STRENGTH (1.E., HAVING ,
AN IMPACT STRENGTH AT LEAST EQUAL TO THAT OF O25-INCH-THICK IF ADJACENT SYSTEMS ARE EXISTING, CONNECTION POINTS WILL BE EXISTING i ey
DUCTILE IRON PIPE) OR CONCRETE ENCASEMENT AT LEAST FOUR INCHES MANHOLES WITH APPROPRIATE PLUGGED BOOTS AT CONNECTION POINTS. p //// // //////// - //// s |
THICK FOR THE OTHER PIPELINE IF IT IS NEW AND 1S5 CONVEYING WASTENATER S e B
e R s T, PIFEL EXISTING, NOT IF ADJACENT SYSTEMS ARE MANHOLES WITH APPROPRIATELY "~~~ = [ ’

&

PLACED AND PLUGGED BOOTS WILL BE LEFT FOR FUTURE CONNECTIONS. f//
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